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SUMMARY

The feasibility of remote high resolution infrared imagery of

the Shuttle Orbiter lower surface during entry to obtain accurate
measurements of aerodynamic heat transfer has been demonstrated.
Such images can be taken from an existing aircraft/telescope sys-
tem (the Cl41 AIRO) with minimum modification or addition of sys-
tems using available technology. These images will have a spatial
resolution of 1 meter or better and a temperature resolution of
2.57% for temperatures between 800 and 1900 K. Data reconstruction
techniques will provide a geometrically and radiometrically cor-
rected array on addressable magnetic tape ready for display by
NASA.

Schedule considerations dictate a timely start on FY1978 to mesh
with the first Shuttle Orbiter test flights in late 1979 and early
1980 and additional work in the form of subsystem breadboards is
recommended to prove principle before system construction.
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INTRODUCTION

Early in 1976 NASA-Ames Research Center expressed an interest in
the Infrared Imagery of heated surfaces such as the Shuttle Or-
biter during reentry. Necessary information to substantially re-
duce the weight and cost of thermal protection systems of future
space transportation systems could result from accurate flight
data on: (l) the lower surface hcat..l.us rate d.LDLLLUUl—.LUu, (2)
the location of boundary-layer transition, and (3) location and
extent of flow separation in front of control surfaces. This
imaging would be obtained by an appropriate telescopic sensor
system mounted in one or more chase aircraft stationed appropri-
ately along the Shuttle reentry ground track.

Initially, an approach was taken to fly the chase aircraft per-

pendicular to the Shuttle flight direction to maximize the view-
ing time (cross track approach). It became apparent that within
the maximum viewing time (10 to 20 sec), no significant surface

temperature changes would occur precluding the desire for multi-
ple images. In addition, the angular rates between the Shuttle

and chase aircraft became complex and were excessive, requiring

major redesign of any telescope stabilization system.

At this point, NASA-Ames Research Center undertook an in-house
study and generated an approach where the chase aircraft flew
parallel to the Shuttle ground track (along-track approach).
Since multiple images or integration times in excess of a few
microseconds were unnecessary, the streak camera idea was intro-
duced. (Bee Ref. 1 and Fig. 96). The streak camera, as it ap-
plies here, is a linear array of detectors at the image plane

of a telescope. The detectors are sampled at a rate compatible
with image motion to obtain a desired resolution. Tracking of
the object is unnecessary as long as the object passes through
the field-of-view of the telescope. One image is obtained for
each linear array of detectors.

The feasibility study contract was then awarded. NASA directed
the contractor to undertake the study based on the in-house find-
ings. These tasks included: (1) An IR technology survey to in-
vestigate the current state of sensor technology; (2) a prelim-
inary design of all subsystems with regard to enviromment, power,
and support requirements; (3) a system performance describing the
end-to-end capabilities of the design including error sources;
and (4) a cost and schedule assessment for the design, fabrica-
tion, assembly, installation, and support during the first six
Shuttle development flights. The purpose of this report is to
summarize the results of the above analysis.







EXPERIMENT OBJECTIVE

The objective of the experiment is to obtain high resolution (1
meter or better) surface maps of the Shuttle Orbiter lower and
side surfaces with a temperature accuracy of at least 2.5% during
peak heating, flap deflection, and transitional heating periods
of the reentry profile. This information is required to verify
computational predictions and experimental extrapolations to pro-
vide data for possible TPS block changes.

Predicted temperature distribution and transition points for the
Shuttle Orbiter reentry profile 14414 are shown in Figures 1
through 4. All six Orbital Flight Test (OFT) reentry profiles are
expected to have similar temperature distributions, However, the
time from entry when these events occur will be different. Maxi-
mum temperatures on the windward and side surfaces are not expected
to exceed 1900 K and are generally above 600 K during the time
period of interest.

Implications associated with the experiment cover many facets.
First, as shown in Figure 5, are the variations in Shuttle Orbiter
altitude, velocity, angle-of-attack and bank angle which must be
accommodated (Ref. 2). The key points of interest during the re-
entry (peak heating, flap deflection, and transitional heating)
correspond to a given time from entry for a given reentry profile.
Figure 5 data are for reentry profile 14414. OFT 1, 2 and 3 pro-
files are slightly different (Ref. 3). As an example, peak heat-
ing occurs at T = 400 sec for orbit reentry 14414 and at T = 282
sec for OFT 1. (Refer to the appendix for OFT 1 reentry trajec-
tory data.) This corresponds to a Shuttle Orbiter altitude of
74.3 km, a velocity of 7.16 km/sec, an angle-of-attack of 40° and
a bank angle of 74°. To obtain accurate, high-resolution data
with one system for these varying conditions requires a versatile
observing platform and data system.

- The second consideration is associated with the expected radiation
from the Shuttle Orbiter. At temperatures ranging from 600 to
1900 K, a black body will have its radiation peak between 1.5 and
4.8 micrometers. For these temperatures, the wavelengths for
which the first derivative of radiant energy with temperature is
a maximum occur between approximately 1.3 and 2.7 micrometers.
This suggests that the optimum detector/filter response should be
about 2 micrometers with a limited spectral bandwidth.

Thirdly, the requirement for at least 1 meter resolution at a max-
imum range of 75 km implies an angular resolution of 1.7 arcsec
with foreshortening from the nonnormal aspect of the surface to
the line-of-sight of 40° maximum. At a wavelength of 2.0 micro-
meters, a diffraction-limited telescope would require an aperture
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of at least 30 cm. Considering other degrading factors such as
atmospheric effects, finite deiector elements, image motion and
the unavailability of a perfect diffraction limited telescope,
an aperture of 60 to 100 cm is suggested.

In addition to the desirability of observing each OFT at a unique
position along the reentry path, a verification of system perfor-
mance before OFT 1 is necessary. A test flight using an aircraft
that can simulate expected angular rates, temperatures, and an-
gular size will provide the verification. The only candidate
aircraft found that approaches these requirements is the YF-12
flying at an altitude of 24.4 km at 1.03 km/sec.

Finally the aircraft should be capable of a cruising altitude of
14 km (above most atmospheric water). This is arrived at by con-
sidering the wavelength requirements for maximum sensitivity to
the expected temperature range of 1.5 to 2.5 micrometers. The
versatility required of the observing platform is to ensure proper
position with respect to the Shuttle Orbiter for a variety of re-
entry conditions. In addition, this aircraft must have the ca-
pacity for a telescope with an aperture of 60 to 100.
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OBSERVING PLATFORM OPTIONS

Four candidate observing platforms were considered, including
one ground-based station.

ARPA Maui Optical Station - The ground-based station studied was
the ARPA Maui Optical Station (AMOS), MT Haleakala, Hawaii. This
facility has a l.6-meter aperture telescope capable of tracking
up to 6.6°/sec (Ref. 4). This feature would allow either format-
ted data or the streak camera approach to be used. The aperture
available provides excessive signal to the point that image in-
tegration is not an advantage (the main reason for formatted
data). The streak camera technique is quite suitable and would
provide excellent data on the Shuttle Orbiter when it is within
200 to 300 km of the station. Beyond this range, the resolution
required cannot be met. This is the major disadvantage of the
ground-based platform because it cannot accommodate the variety
of geographical positions necessary to observe the Shuttle at
prescribed points in it3 reentry profile. Finally, the temper--
ature data taken at an altitude of 3 km will not be accurate due
to fluctuations in the water content of the atmosphere. Figure

6 represents the atmospheric transmission from AMOS and shows
strong water absorption bands in the 1.5 to 2.5 micrometer region
of the spectrum. The AMOS facility does not appear to be a viable
candidate observing platform for this experiment.

Convair 990 - The NASA Convair 990 meets many of the basic re-
quirements of this experiment (Ref. 5). It can be positioned
optimally. A telescope that might be placed on board (see Fig.
7) is compatible with the streak camera but cannot be of suffi-
cient aperture. The available window size (45 cm) and location
(65° above water line) limit the resolution on the Shuttle Orbiter
to between 2 and 5 meters. TFigure 8 represents the expected MTF
of a redesigned, 45-cm aperture telescope that could be used on
the C990. This candidate observing platform is marginal at best
and would require substantial internal modifications including a
completely new gimbal platform within the aircraft.’

Lear Jet - The NASA Lear Jet also meets many of the general re-
quirements of an observing platform (Ref. 6). Its altitude and
geographical range are adequate. As in the Convair 990, the re-
solution obtained by the Lear Jet:is limited by the size and po-
sition of observing windows. The maximum aperture telescope that
could be used is 30 cm at an elevation of 25° above waterline re-
sulting in a maximum Shuttle surface resolution of 1.5 to 2
meters. The Lear Jet is more favorable than the Convair 990 for
lower surface viewing even though the available telescope aperture
is less because the window elevation allows viewing of the Shuttle
at an angle closer to the Shuttle lower surface normal. For

11
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viewing of the side surfaces, the Convair 990 may be the pre-
ferred of these two aircraft. The telescope stabilization sys-
tem on-board the Lear Jet is unique because it can provide ele-
vation rates up to 50°/sec. This allows the acquisition system
to be part of the main telescope since the response to an error
signal can be corrected within the field-of-view of the guide
telescope (see Fig. 9). Other candidate platforms require a
complete separate acquisition system. This candidate then is
also marginal; however, it would require fewer modifications
because a 30-cm telescope and stabilization system are currently
installed in the Lear Jet.

Cl4l - The NASA Cl41l Airborne Infrared Observatory (AIRO) meets
all the requirements of locatability and altitude. The 91.5-cm
telescope on-board will provide a Shuttle surface resolution of

1 meter or better (see Fig. 10). 1In most high temperature re-
gions, the resolution will approach 0.7 meters for the longest
range condition (peak heating) and approach 0.5 meters for shorter
range conditions (Ref. 7). 1In addition, the telescope elevation
is adjustable between +35 and +75° above waterline and can be
optimized for each Shuttle Orbiter reentry condition. The on-
board stabilization and telescope drive systems are adequate. No
modifications are required other than gain adjustments on some
servoloops. This aircraft is the only candidate with an on-board
system control and data handling computer (HP2100). The streak
camera technique is directly adaptable to the telescope similar
to current IR experiments. The only modifications required are
to mount an acquisition system on the telescope head ring. It
will not interfere with any operation of the telescope and does
not have to be removed for other experiments. The aircraft and
telescope facilities are best suited for this experiment.

In the remainder of this report it is assumed that the NASA Cl4l
AIRO is the observing platform.

15
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ACQUISITION SYSTEM

As discussed previously, the basis for the streak camera is: the
object must fly through the telescope field-of-view (FOV), pre-
ferably the center of the field, within some reasonable tolerance.
The FOV of the AIRO is 14 arcmin. To minimize the number of
detectors required, it was stipulated that the Shuttle image pass
within the center 5 arcmin of the telescope FOV.

The design requirements of the acquisition system are: (1) find
the Shuttle while accounting for its uncertainty in position with
respect to the aircraft, (2) lock-on the Shuttle and track it
thereby providing an elevation error to the main telescope drive
system, and (3) maintain this lock untils the Shuttle image passes
within *#2,5 arcmin of the telescope line-of-sight. This can be
accomplished by mounting the acquisition system on the main tele-
scope with the gimbal axis 90° to both the telescope elevation
axis and line-of-sight. As the telescope is driven in elevation
based on the error signal received from the acquisition system,
both move in elevation reducing the error signal.

The uncertainty of the Shuttle position with respect to aircraft
position and the maximum range of elevation adjustment dictates
the FOV of the acquisition system to be 9°., The cross track error
of the Shuttle can be 15 km and the altitude error 3 km when the
acquisition range is at least 90 km. The along-~track error of the
Shuttle is of no concern when flying parallel to the Shuttle.

The design chosen for the acquisition system is an infrared re-
fracting lens that provides an image of the 9° field on a rotating
reticle. Behind the reticle is a condensing lens and a cryostat-
cooled indium antimonide detector. The whole system is mounted on
a gimbal axis that is 90° to both the telescope elevation axis and
the telescope line-of-sight. The rotation around this axis by the
acquisition system is called acquisition angle.

The acquisition angle required is governed both by: (1) the first
point the Shuttle can be detected at based on signal-to-noise, and
(2) the time required to move the telescope through the maximum
elevation change required. Figure 11 depicts the maximum acquisi-
tion angle available before interfering with aircraft structure.
Based on the 9° FOV of the acquisition system, the maximum motion
allowed in elevation is 4.5°, The maximum elevation rate for the
existing elevation drive with electrical modification is 0.33°/sec.
This provides 13.5 sec plus a 6 sec contingency or 20 sec of
acquisition time. The maximum acquisition angle that can be ac-
commodated based on the highest angular rates is 62° (see Appendix).
This is compatible with the available acquisition angle of 65° at
a telescope elevation angle of 55°. Figures 12 and 13 show the
acquisition system design.
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Telescope -~ The major components of the telescope are the col-
lector lens system, a reticle that modulates the energy received
from the target and acts as a spatial filter, a condenser lens

that images the aperture on an Indium Antimonide (InSb) detector,
and an optical filter. Other significant components are a
nitrogen gas Joule-Thompson cryostat, optical switches, tachometer,
and a brushless motor.

The telescope drive components include a motor, tachometer, and

a resolver.

Reticle - The reticle shown in Figure 14 was designed specifically
for the requirements of the Shuttle infrared imaging system. In
the system, elevation and azimuth tracking requirements are quite
different. Elevation accuracy is a driving function in determin-
ing the number of detectors required in the focal plane. Large
azimuth errors are tolerable as long as the Shuttle remains in
the tracking telescope's field-of-view. In the present design,
we will actually bias in an error to keep the Shuttle off the
reticle center (where there is no signal). Determination of the
Shuttle vertical (elevation) position will be accomplished by the
zero and 180° phase crossing of the opaque portion of the reticle
by the Shuttle image.

The modulation by the reticle is by discrete frequencies. The
radial position of the target image is determined by the frequency
of modulation received by the detector. The center *0.5° is broken
up into four discrete regions that vary from three to nine times

. the reticle rotation rate; the next 1.0° is designed to be 11 times
the rotation rate. The last 3.0° are at 13 times the rotation rate.
The center portion of the reticle is broken up into several incre-
ments to aid in servosystem design. The spoke width is set up to
be greater than two Shuttle image lengths, including diffraction
limit blur circle for the closest predicted crossing distance.

Detector and Filter - Indium Antimonide (InSb) is the detector
chosen to be used in the acquisition tracking telescope. By re-
ducing the long wavelength background irradiation to very low
levels using a cooled bandpass filter, specific detectives, D¥,
values of up to 3x10!2? will be arrived at for a 4.5-mm diameter
detector. The detector will be cooled with a Joule-Thompson
cooler to 90 K. The combination of high D* and good frequency
response (necessary for accurately determining elevation errors)
narrowed the choice to the reliable InSb detector.
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The cooled bandpass filter (Fig. 15) (1 to 2.6 micrometer) serves
to reduce background irradiation and therefore detector noise.

It was also determined that any target signal lost in the region
beyond 2.6 micrometers is not a serious loss due to excellent
signal-to-noise (S/N) values for the present system. In addition,
this limit significantly eases the optical design complexity.

The 1 micrometer lower wavelength limit serves to adequately re-
duce the solar background but aids in acquiring stars during
boresighting operations (see calibration section, page 55).

Signal-to-Noise (S/N) - Figure 16 shows the system parameters

for reference and the acquisition signal-to-noise (S/N) values
for the listed conditions. These predicted S/N values are ex-
ceptionally good; they assure target acquisition within the
telescope field-of-view. Such high S/N values ease the burden

on the electronics and software system in the processing of error
signals.

The servo system required to enable the acquisition system to
perform its function is described in the following paragraphs.
Portions of this servosystem are part of the AIRO telescope.
stabilization system and only require slight modification.
Figure 17 shows an overall block diagram of the acquisition
and stabilization system as designed for this task, using as
much existing capability as possible.

There are six major loops to consider for the Cl4l system.

Azimuth Telescope Stabilizing Loop - This existing loop will
stabilize the telescope in aximuth and will provide an inertial
hold (see Fig. 18). It will provide the initial pointing system
with an incremental bias on pointing angle. It may be required
to provide a low bandwidth centering function in its #2° travel
at initialization.

LOS Telescope Stabilizing Loop - Presently an operator observes a
TV CRT to center the LOS axis manually via a joy stick. This
function will be refined with a closed-loop servo using an angular
pick-off similar to the AZ and EL system (see Fig. 19). This

axis should remain centered to within 1/2 to 1/4 degree at ini-
‘tialization. The actual value of this error must be fed to the
Elevation Initialization as a bias.

Azimuth and Elevation Tracking Loops (4 Loops) - Figures 20 and 21
show these loops. The existing system capability was evaluated

as to maximum torquing accelerations and rates (see Fig. 22).

The elevation axis has a maximum acceleration of 3.77°/sec? which
is adequate. The elevation gyro package is capable of torquing
the gyro at 3°/s and is presently electronically limited to slew
at 225 arcsec/sec. For our application, this should be increased
to 0.5°/sec by electronic mods.
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The jack screw or stator ring and port movement were clocked at
0.39°/sec and 0.27°/sec respectively. These two servos will be
driven from the computer so as to maintain center of the stabiliz-
ing system and window port. A deadband of 1/2° appears feasible
to maintain center and not pick up aircraft motion. The slew
rates appear to be compatible with the mission requirements. The
angular sensor for a stator ring servo will be the existing eleva-
tion sensor. The sensors for the window port will be the existing
window port elevation sensor, plus the stator ring elevation
sensor, plus the stator ring elevation pot. The azimuth tracker
loop will be accomplished by an analog rate loop and a digital
position loop. The conflicting requirements of large tracking
rates and low-limit cycle activity about the sensor deadband re-
quire a wash out filter on the rate feedback. An angular encoder
is required to achieve accurate initial pointing.

The elevation servo will operate much as it does now with the
tracker scope elevation signal being used instead of the present
tracker signal. With the present system, a settling time of 5
sec is required after the initial slew rate (see Fig. 23).

Simulation of Azimuth and Elevation Control - A computer simulation

code of aximuth and elevation dynamics was written to determine
overall system response. Figure 24 shows elevation motion of
the telescope which operates at maximum rate until elevation
error reaches roughly 1/2°. The system then tends to settle for
5 sec to the final value of elevation. Figure 25 is the eleva-
tion rate. Humps indicate crossing of the center bands of the
acquisition reticle.

As the main telescope is moving, the stator ring must follow to
maintain the torque motors in their #2° operating range. Figures
26 and 27 show this motion. ' Upon reaching 1/2 degree error be-
tween the main telescope and stator ring, Figure 26 shows the
stator ring slewing at maximum rate until this error is once
again within the 1/2 degree band. Figure 28 shows the difference
between stator ring and main elevation. At first the main tele-
scope out travels the stator ring, then the stator ring catches
up. This condition is worst-case in that the error peaks at 2°.

The aximuth gimbal on the tracking scope picks up the Shuttle at
roughly 70° aft of perpendicular to the aircraft. Figures 29 and
30 show azimuth angle and rate. Jumps in Figure 30 show the sys-
tem moving between reticle bands.

Figure 31 shows the image motion in the reticle plane in azimuth

and elevation. This case is for an initial error of 5° in elevation
and 1 degree in azimuth. (System initially pointing below and aft
of the Shuttle). Figure 32 shows the same plot but with the sys-
tem initially pointing below by 2° and forward by 4° of the Shuttle.
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Initial pointing of the acquisition and tracking scope will be
accomplished as follows. Predicted Shuttle entry azimuth will

be compared to the sum of plane heading, telescope AZ and acquisi-
tion scope AZ. The difference will be used to torque the scope
servo. Predicted Shuttle entry elevation will be compared to

the sum of plane roll angle, telescope El, stator ring elevation
and LOS angle correction. The difference will be used to elevate
the telescope servo and stator ring. At the time of go-ahead,
determined by predicted Shuttle entry time versus WWV fime stand-
ard, the acquisition scope will be positioned and begin tracking
(see Fig. 33)..

Acquisition Scope Errors -~ Sensor errors in azimuth are mainly due
to reticle radial quantization of 7 arcmin per band. The eleva-
tion axis must be much more precise. Errors are broken down into
point source errors and finite image size errors. (Fig. 34). Point
source errors are as follows. An off-the-shelf lens will give a
resolution of 82.2 arcsec, while a special-built lens will reduce
this resolution to approximately 15 arcsec. Boresite alignment
will probably be around 30 arcsec and may be reduced by calibra-
tion procedures that may be corrected partially by an electronics
bias. A reasonable reticle resolution will be 7 arcsec. Detec-
tor response may be tailored, but a reasonable value is 16 arcsec
from a 25 kc bandwidth. Demodulation errors appear to be bounded
by the outer clock band resolution. A refined fiber optics light
source for this should yield 7 arcsec accuracy. Errors from the
finite image size are difficult to evaluate at present. At worst,
this should be 75 arcsec, but with an extra signal processing this
should reduce to 14 arcsec. The HP 2100 will be required to handle
this task and would act as the demodulator (see Fig. 35). A bread-
board of the system will be needed to establish firm error numbers;
however, at present, RSS errors of 41 arcsec in elevation appear
feasible.

ADAMS - Servo Interface - It appears feasible to use the ADAMS
system for much of the servoprocessing. This will be accomplished
by coding one HP2100 for servofunctions. The unit will be over-
seen by the ADAMS executive processor. It is expected that the
executive will handle CRT terminal input and output and act as a
monitor and parameter input. The interface to the servoprocessor
will be via an electronics box furnishing the signals not already
existing in the ADAMS. Figure 36 lists the existing and addi-
tional signals required. The repetition rate will be based on
the basic acquisition sample rate of 50 sps. One HP2100 appears
adequate to handle the coding and computation requirements. This
approach should be extremely flexible and allow modifications and
revisions, as required, without last minute hardware changes.
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IMAGE PLANE SYSTEM

The design requirements for the Image Plane System are:

1) maintain a state-of-readiness until the Shuttle image enters
any detector field-of-view,

2) be compatible with the 91.5 cm f/13.5 telescope image plane
but autonomous in performance,

3) provide redundancy, and finally

4) praovide adequate signal output to the data handling system
under the worst-case encounter parameters with either the
Shuttle or YF-12 calibration aircraft.

The streak camera approach to infrared imaging of the Space Shuttle
imposes the following general requirements on the image plane de-
tector array system:

1) The resolution elements (each detector) must be consistent
with the target resolution requirements (e.g., 0.050 mm);

2) The image must be contiguous (no space) in the streak direc-
tion;

3) The detector must respond to grey body radiation in the tem-
perature range from 600 to 1900 K;

4) The detector-filter combination must be in a wavelength region
so that the first derivative (g¥ is large enough to yield the
required Shuttle temperature resolution, i.e., 5% (2%% design
goal).

The time constant of the detectors must be short enough not to be

a major contributor to limiting the spatial resolution of a 40-
microsec detector element crossing (i.e., the 40-microsec element
crossing time will be at least five time constants of the detector).

The first task undertaken was to determine the best available IR
sensor compatible with the experiment objectives.

The requirement of measuring the radiance from a rapidly moving
target with portions ranging from 600 to 1900 K presents con-
straints limiting the choice of detectors. The short wavelength
region was chosen for maximum temperature resolution; however,

it could not be too short or it would be insensitive to the lower
temperatures. An array of detectors was necessary because of the
measurement's short duration.
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The selection of detectors considered and some of their charac-

teristics are as follows:

Detector Wavelength
Detectaqr Sensitivity | Temperature, K | Response Range, um
Lead Sulphide D* 5x1011 193 2 msec 0.6 to 3
Silicon D* 1012 300 1 usec |0.3 to 1.1
Pyroelectric Vidicons D* 10° 300 10 msec | Thermal only
Lead Selenide p* 3 x 1010 | 77 20 usec |1 to 4.5
Indium Arsenide D* 5x10!1 77. 5 usec 1to3
Mercury/Cadmium/Telluride | D* 2x1010 77 0.5 usec |8 to 15
Indium Antimonide D* 3x10%! 77 0.5 usec |1 to 5.5

The requirements include a spectral response from 1 to._3 micrometer,
a D* above 1x10!l and a response time of 1 microsec or faster.

Only indium antimonide meets all the requirements necessary for the
detector and can be manufactured in an array format.

Detector Array - To reduce cost and complexity of the detector sys-

tem, a major goal was to reduce the number of detectors.

By adding

up the tracking uncertainties and using the worst- (largest image)
case trajectory, it was found necessary to have approximately 320

detector in a linear array.

detectors were added to each end bringing the total to 400.
the 2nd row, it was determined that 200 detectors would meet the
requirement if the RSS of the error sources is used.

Taking a conservative approach, 40
For

Detector Array and Filter - The detector arrays shown in Figure 37

consist of two linear InSb (PV) arrays in the image plane.

array contains 400 detectors, the other 200 detectors.
element array is added for redundancy.

One
The 200-
As shown in the enlarged

view, each detector element is 0.002 in. (0.050 mm) square with

a crosstrack spacing of zero.

Because of measurement conditions,

namely that the Shuttle image will cover only a portion of either
array, it is possible to reduce the number of leads leaving the

focal plane by connecting two or more detectors together.
scheme for connecting three detectors together, thereby reducing

the total number of leads to 200, is shown in Figure 41, Data

Handling Schematic.

A

The filter shown in Figure 38 is designed to accomplish three tasks.
It significantly reduces background irradiation and therefore the

noise.
reduction problems.

It cuts off a major absorbtion band thus easing the data
And finally, it reduces the irradiation (on

the short wavelength side) from the higher target temperatures to

reduce the dynamic range.

This allows (as discussed later) a

better quantization of the lower target temperatures using a 12-

bit system.
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Dewar Assembly - The Dewar assembly shown in Figure 39 is an ap-
proach to housing the detector array and amplifier assemblies to

the main telescope while keeping the seal integrity of the airplane-
to-telescope interface.

The detector array is located at the focal plane of the main tele-
scope. The Dewar is designed to cool the detector arrays and the
bandpass optical filter. The detector leads will pass through the
Dewar walls and then through hermetic seals to the amplifier boards
located in the area around the Dewar. The amplifier board mounting
system will allow easy access for troubleshooting and board chang-
ing.

Calibration of Detector Array - For an extended source, if the
F-number is kept the same, then the following relationship exists
(subscript A = telescope and subscript B = auxillary calibration
system).

2 = 2
KADABA KBDBeB

where

KA B is the optical transmission of each system.
]

Using the system shown in Figure 40, we will illuminate approxi-
mately 137 detectors at each position setting. The procedure would
be to mount the Dewar/detector array to the calibration system as
shown and move the collector lens in a stop-and-take-data scheme.
This procedure would be repeated for a number of source tempera-
tures. It would use the entire amplification and data taking sys-
tem. After the Dewar is mounted to the main telescope, there

will be an electronic check capability of all amplifier gains.

Preliminary Prep/Flight Procedure - Following installation of the
acquisition and imaging system in the Cl41 AIRO, a preflight align-
ment is necessary. This can be accomplished in the AIRO hanger
using the calibration test equipment as follows:

1) Mount the blackbody source/collimator in the hanger so it can
- be viewed by the telescope/acquisition system. (Maximum image
size is 1 arcmin.)

2) Acquire and lock-on with the acquisition system.
3) Electrically bias the acquisition system error signals in

evaluation and aximuth until the 1 arcmin image is centered
on the 400 element array of the image plane system.
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Verification of alignment at altitude is desired and can be
accomplished using a star. The procedure would be similar to
that described above. During preflight preencounter alignment
procedures, it is planned to obtain optical boresighting between
the acquisition system and main telescope by viewing a star.

The system sensitivity of the main telescope imaging system is
approximately 10-1% W/cm?2. For the acquisition system, it is
approximately 2x10-12 W/cm?. Several stars and planets have
spectral irradiances in the range of 2 to 5%x10-12 in the 1.0 to
2.5 micrometer region that will be usable as boresight targets.
Another aspect of the system concerns focus and depth-of-focus.
After boresighting on a star, the main telescope must be re-
focused to properly view the Shuttle. A focus shift of at least
2 mm is required at the focal plane. This may be accomplished
by movement of the secondary mirror. The depth-of-focus of the
system is given by

§ = FR(£/#)
where

F

Focal Length

g = 7x1076 rad

f/# = 13.5

Depth-of-focus (§) then is 1.12 mm or about half the required focus

shift. This means the required accuracy for focusing the telescope

is only 2 + 1 mm at the focal plane. Any adjustments required would
compensate for thermal and aerodynamic distortion at altitude.

After alignment verification is made, the procedure for data taking
is as follows:

1) Slew acquisition telescope to forward or aft acquisition angle
depending on flight direction with respect to Shuttle.

2) Slew main telescope to nominal elevation angle for data pass.

3) Put acquisition system in stand~-by/armed (reticle active but
azimuth servo in hold).

4) Position Cl4l on ground track appropriate for particular data
point.

5) Set time sequence with respect to anticipated Shuttle inter-
cept.

6) At time of anticipated Shuttle acquisition (T = 25 sec),
verify acquisition system switched from stand-by/armed to
track.
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7)

8)

9)

By T = 10 sec, verify acquisition system switched from track
to lock.

Data system is automatically armed by acquisition lock.

Verify data system data acquired condition and dump to tape.
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DATA HANDLING SYSTEM

Design Requirements - In its simplest form, the Data Handling
System is required to: (1) interface the 600 indium antimonide
detectors that form the two linear detector arrays in the focal
plane of the C-141 main telescope, and (2) provide to the C-141
ADAMS computer all the information produced during the passage
of a single Shuttle image across the detector arrays. The de-
sign requirements come from two different sources. The first
set of requirements derive from the selection of a detector
type, the associated array geometry, and the image size dictated
by the telescope optics and the Shuttle flight path relative

to the C-141. These elements are covered in other parts of this
report but they drive design requirements in the data system.
The second source of design requirements is the final desired
form of the information gathered by this system. Those require-
ments involve parameters like measurement range and resolution.
Each of these two kinds of design requirements are treated as
follows:

a. Design Requirements Imposed by Interface Hardware Detectors-
Each diode detector is a current transducer that will convert

IR flux to current. The baseline detector will produce approxi-
mately 0.8 nanoamp of current at a radiance representing 600 K
and 1.17 microamp at 1700 K. At the maximum Shuttle temperature
of 1900 K the output current is 2.75 microamp. For design pur-
poses the first stage amplifiers must handle a current of 0 to
2.75 microamp *107%. The detector is a current generator in
parallel with a 108 ohm resistance. Operation of the detector
will be in the zero voltage mode so that neither detector source
resistance or capacitance is a major concern in the design.
Also, detector noise is not a major factor in the design. The
feedback resistor in the first current amplifier is the major
source of noise. A significant design requirement involves the
constraining of the detector to amplifier wiring so that the
cable capacitance is not modulated by aircraft vibration or
sound. The detector-to-amplifier wiring is by far the most sus-
ceptible point in the signal processing path. Extreme case
must be taken to eliminate stray electric or magnetic fields

Or currents in this wiring. An element of difficulty could be
encountered here because all the detectors are single ended;
providing their signals against a common ground reference. This
means that none of the methods of common mode noise rejection
can be used in this design. The noise sources must simply be
kept from reaching this critical front-end circuitry.
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The detector geometry and Shuttle image size (see Fig. 41) per-
mits the 600 detectors to be segmented into 100 element arrays
that are grouped into three sets of 200 each. The correspond-
ing detectors in each set are then wired together to reduce the
number of signal channels to 200. This is possible because the
Shuttle image is small enough and the array is large enough be-
cause of tracking uncertainties, such that the Shuttle image
can pass over only one detector of any parallel groups of three
on any one pass. No problem is anticipated from paralleling
detectors.

ADAMS - The ADAMS is a data processing system built around a
pair of HP2100 computers. Their peripherals exists on the C-141
aircraft/ therefore, they will be used to checkout the detector
data handling system and to write the detector output onto com-
puter tape. The ADAMS will also issue operating mode commands
to the data system, display calibration data, and perform the
most important data present test. These design requirements
will be expanded in the data system description section.

b. Design Requirements Generated by the Project - The temper-
ature range is 600 to 1900 K. This range requirement is actually
included in the current output specified from the detector but

a measurement accuracy/resolution was not treated. A measure-
ment accuracy of 2%% of full scale is desired; however, it is

not a meaningful concept due to the extreme nonlinear nature of
the measurement. Instead of setting a requirement, analysis of
the measurement and the possible methods of implementing the
measurement led to the conclusion to digitize the measurement

and to digitize down into the noise level. The overall system
signal-to-noise ratio will not be known until the system is built
and installed on the aircraft. The lower noise limit is set by
the thermal noise in the feedback resistor around the lst stage
amplifier. Analysis shows this to be in the order of at least
one significant bit for 12-bit encoding. Therefore 12-bit en-
coding is specified as a design requirement.

The frequency response amplifier also has a somewhat arbitrary
design requirement. The 3 dB down-point is to be at 50 kHz or
greater. The sample rate for A/D conversion is not set by the
frequency response number but by a requirement to keep the pixels
square. An analysis of all Shuttle passes indicates pixel rate
between 10,000 and 20,000 per sec with some margin. That is the
design requirement for the measurement sample rate. Further
study may indicate that a slew rate criteria will be more ap-
propriate than a frequency response criteria but that is not
clear at this time.
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The total throughput data rate is simply the maximum sample rate
(20,000) times the number of channels (200) times the word length
(12) or 48 mbs. Note that this rate never really occurs in the
system because the data are handled in many parallel channels,
with each channel running at a much lower rate. The ability to
change the system clock is another somewhat arbitrary design
requirement that must be established. The design requirement

is that the system clock must allow operation of the system with-
in 5% of any A/D sampling rate desired between 10,000 and 20,000
samples/sec (sps) on a given channel. A data storage require-
ment can be arrived at based upon the highest pixel rate and the
longest Shuttle pass. That is, 15901 sps for 13.82 msec or
527,404 bits. As a design requirement, a memory of at least
twice this size is specified to allow for the storage of a block
of data and its subsequent test by the ADAMS for Shuttle image
content, during the period that the second block of data is

being written.

Data Handling System Design — This section describes the base-
line system design arrived at during the study but does not at-
tempt to justify the system.

Overall Design Description - Figure 42 shows the overall flow of.
information from the Space Shuttle to the C-141 telescope through
the detectors and into the data system. The data are accumulated
in the data system buffer and then read into the ADAMS computer
and written onto computer tape. The figure clearly shows the
system interfaces; however, it must be remembered that the ADAMS
is an intrinsic part of the functional system and what is refer-
red to in this report as a data handling system is only a part

of a system and will not function in a flight mode without the
ADAMS .

Figure 41 is a more detailed data flow schematic and shows the
paralleling of the 600 detectors into 200 analog measurement
channels. Each measurement has a lst stage amplifier and a 2nd
stage amplifier. The outputs of the 200 2nd stage amplifiers
are assigned by groups of 10 to 20 different but identical
multiplexer, sample and hold, and A/D modules. These data
modules will be purchased as complete operating systems. The
Datel DAS250 system has been baselined for this module. The
outputs of the 20 data system modules are read into the 1 megabit
Static Ram Memory. The memory is accessed by the ADAMS system
through the data system control unit. That access is either in
the test-for-data mode where only selected channels are tested
to see if data are present during the actual Shuttle pass or ac-
cess is in a mode where the entire contents of memory are read
into the ADAMS and placed on tape, or displayed.
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Detailed Design - A detailed design was not performed in this
phase but some material exists that will be useful in the detail-
ed design phase.

a. Measurement Amplification - Specific amplifiers were not se-
lected but a firm decision to use operational amplifiers was
made. Some discussions of the amplifier channel follow.

The detector size and type has been established in other portions
of this study. Based upon the detector characteristics and some
typical FET input amplifier characteristics, the amplifier input
signal is 0.8 nanoamp at 600 K and 3.0 microamp at 1900 K. With
a 10® ohm feedback resistor in the first amplifier, its output
voltage will be (6.8 mV to 3.0 V. The second stage of amplifica-
tion will produce 2.6 mV to 10 V. By calculation, and with a
safety factor of 3, the noise at the output of .the second ampli-
fier is 1 mV peak.

This sets the minimum size for the resolution element. If that
element were twice the peak-to-peak noise, then it would be 4
mV or one part out of 2500. Ten-bit encoding is 1/1024, 11 is
1/2048, and 12 is 1/4096. It is apparent that encoding beyond
12 bits will not increase the information provided by the measure-
ment. For instance, if a 0~ to 10-V signal is digitized to 13
bits, the least significant bit will represent slightly more
than 1 mV but it will change continuously due to the 2-mV peak-
to-peak system noise, and therefore will provide no useful in-
formation. The following table shows the delta temperature
represented by the noise voltage as a function of temperature.
It is not a single number because of the extreme nonlinear na-
ture of this measurement. See Figure 43.

Temperature, K NEAT, K
600 13
700 4
800 2
900 1

A second major consideration is the temperature resolution de-
sired. Two numbers have been used, 5% of reading as a require-
ment and 2%% of reading as a goal. Because of the nonlinear
measurement response, the measurement is most difficult to make
at 600 K. At that temperature, 30° must be resolved to meet the
requirement and 15° is desirable. A 10-bit conversion of the
600 to 1700 K measurement range yields only about 48 K resolu-
tion at 600 K. Either an increase in the digitizing level or a
decrease in measurement range is necessary to meet the 5%, 30 K
criterion. Encoding to 11 bits meets the 57 criterion and en-
coding to 12 bits meets the 2%%, 15-K criterion. It should be
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remembered that 15 K resolution is approximately the same ampli-
tude as the calculated system noise of 13 K. Again, the conclu--
sion is that 12-bit encoding is desirable.

Some effort was expended trying to make the measurement more
linear. This type of problem has been solved previously by us-
ing a transistor for the feedback resistor around the first
measurement amplifier. Its effective resistance is an inverse
function of the feedback current. This produced a logarithmic
measurement response relative to radiation flux and a more
nearly linear response relative to temperature. Unfortunately,
discussions with the design people involved indicated that it
would not be possible to increase the frequency response of that
type of circuit to that required in this application. Another
approach is to make two or more measurements out of each measure-
ment and expand the scale of each; however, neither of the

above approaches looks feasible for this task.

The basic conclusion reached is that two linear operational am-
plifiers are required for each measurement. The lst stage ampli-
fier should be a high quality, low noise, FET input amplifier
operating as a transimpedance or current amplifier. The most
serious concern when using this amplifier is the gain bandwidth
product required and the desirability of a very flat gain curve
over the information bandwidth. The second stage of amplifica-
tion appears to be very straightforward and any number of ampli-
fiers can do this job.

b. Datel DA5250 Data Module - This module will accept 16 single-
ended measurements at a throughput rate of 250,000 sps with each
sample converted to a 12-bit number. The following table sum-
marizes its major characteristics.
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Number of Channels ] 16

Input Type Single-Ended
Input Voltage Range 0 to +10 V

Input Impedance 100 MQ

Channel Addressing 4-bit code
Address Logic Compatibility DTL/TTL
Resolution 12 bits
Nonlinearity Maximum 1/2 LSB

Maximum Error at Maximum Throughput 0.025%
Temperature Coefficient Maximum 40 ppm/°C

No Missing Codes 0 to 70°C
Throughput Rate Maximum 250,000 kHz
Acquisition Time 2 usec
Conversion Time 2 usec

Aperture Time 20 nsec

Output Coding Binary and 2 Complement
Voltages Required *15V, +5V
Package Size 12.7x11.4x3.8 cm
Operating Temperature Range 0 to 70°C

The use of this existing data system module greatly simplifies
the design of the overall system and is very cost effective.
The specifications listed for this module are remarkable and if
maintained in the system design will be transparent in the
end-to-end measurement transfer function.

e. Static Memory - A specific memory was not selected but the
EM&M SEMS12 memory which is off-the-shelf could do this job. It
is a 16K by 18-bit unit. At least four memories are required

to support the total bit rate and storage requirement. More
design must be done to thoroughly understand the best approach
to implementing the memory. Each memory module is approximately
16.2x22.8x3.5cm and weighs 1.68 kg.

d. Memory Save Criteria - In addition to the two other interest-
ing characteristics of this system, the high data rate and the
relatively small amount of information generated, a third
characteristic exists. That is, it is not exactly known when

the information will be generated. If a very large storage
medium such as magnetic tape was available, then the system would
simply be turned on well ahead of time and run until it was
verified that the Shuttle pass had occurred. With the selection
of electronic memory for storage, because it reduces cost, it

is necessary to develop a method of testing these data for the
presence of Shuttle information so that the system can be

stopped when it is verified that two complete Shuttle images are
stored. Because of the computing power available in the ADAMS
system, such a test is possible.
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With digitized data, a redundancy removal or threshold detection
is easy except that the system runs fast. A substantial amount
of hardware would be required to process all these data in any
manner. A possible way around this problem is to use two buffer
memories and write them alternately. Then test a few selected
channels and times and determine if Shuttle information is
present. If it is, then that memory is saved and the next mem-
ory is saved and then the system is stopped. The minimum samp-
ling array that is guaranteed to obtain at least one sample con-
taining Shuttle data is derived below.

Legend:
A Sample Matrix
' Line Spacing
B Active Line
Shuttle Length
‘ 43 Length
B _.l A&B are measured in detec-
A
} l tors or samples
R
Shuttle Width
33
B =33 - 45 A
Let N = number of detectors in the sampling rectangle
- AB = 33
N =AB = A (33 45 A)
dN _ 33x2 , _
aA - 33 45 A=20
A = 22,5 = 22 samples B = 16.87 = 16 detectors

The result is then for the smallest Shuttle image, every 22nd
sample of every 16th detector must be tested. This is the mini-
mum test that will guarantee the detection of Shuttle data if
there are no bad detectors or noise affects anywhere in the sys-
tem. Using the new baseline of 200 detectors in the first array,
the test rate for the data from one array is:

= 13.5 (707.18) = 9547 tests/sec

200 15558
16 1) 22

Test Rate = (
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A test must occur every 108.8 microsec on an average. The ADAMS
HP2100A can do a memory cycle in 980 nanosec and execute most of
its instructions in 1.96 microsec. A potential program might
involve reading the ambient outputs of the detectors selected
for data test, adding the threshold criteria to the ambients and
storing the table. When the data-take starts, data to be tested
must be read into the arithmetic unit, the criteria number must
be read from the criteria table, a subtraction must be performed,
and a test of equal to or greater than zero performed. If the
result is less than zero, the computer will continue to test, if
greater than zero it will generate a memory save signal. The
time involved for a single test appears to be equal to two mem-—
ory cycles and two instruction times or 5.88 microsec. In 108.8
microsec, eighteen tests should be performed where one is the
minimum that will detect data. The conclusion reached is that
it is feasible to use the HP2100A in the ADAMS to perform the
data test.

e. Electronic Calibration - A good set of ambient measurement
outputs are obtained in this system by its nature. It would ap-
pear worthwhile to check the ambients against a criteria stored

in the computer and provide violations to the system engineer.

In addition, it appears desirable to perform a gain check

through each channel by injecting a calibration current into the
first amplifier. Again the results of that check should be avail-
able. These calibration data would be stored on tape and used
during data reduction. One calibration step would probably be
adequate, but several would be desirable.

f. Checkout - Because of the relatively few times this system
will be used, it would seem proper to do a fair amount of manual
checkout using conventional test equipment. This is particularly
true of steady-state functions like power supply voltage. As
detailed design proceeds, careful attention should be paid to
bringing out test points on each box that will allow the detec-
tion of a malfunctioning box.

A second level of checkout involves the use of a computer. The
computer tests would verify that all storage locations are properly
addressed and that all bits in each location are working. Every
bit of each A/D could be tested if an additional calibration

source is used at the A/D inputs.

The calibration sequence itself provides a good overall system
checkout.

g. Controls and Displays - Power system controls and displays
are probably all that are required as part of the data system.
All other controls and displays should be adequately provided
by the ADAMS and test equipment.
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IMAGING SYSTEM PERFORMANCE

The imaging system performance has been analyzed from the radi-
ation source to the data storage point and includes the follow-
ing effects; Shuttle flow field, atmospheric, aircraft flow field,
telescope optics, image stabilization, detector, and background.

The Shuttle flow field was synthesized by computer modeling (see
Fig. 44). The Orbiter shock layer model for two points in the
reentry trajectory is shown in Figure 45. Results from this anal-
ysis are given in Figures 46 and 47. Figure 46 shows pressure,
temperature, and standoff distance of the shock layer as a func-
tion of station along the Shuttle undersurface. Figure 47 illus-
trates the radiative equilibrium temperature also as a function

of station.

Figures 48 and 49 depict the variation in heat flux at the Shuttle
wall with heat flux at the shock layer and the contribution of
energy (line structure) due to self-radiation of the shock layer
(QIS)' In all cases the energy density emerging from the shock

layer is almost identical with that on the Shuttle wall (QCW =
QCS) indicating no effects due to the shock layer in the region

of 0.5 to 6.2 micrometers. Variations of pressure by a factor

of 1.5, temperature by a factor of 1.25, and density by a factor
of 3 also indicated no difference between the Shuttle-radiated
energy and that at the shock layer. Spatial resolution effects
were also assessed by evaluating the modulation transfer function
of the interviewing bow shock. Figure 50 indicates no modulation
loss down to a spatial frequency corresponding to one arcsec.

The atmospheric effects include transmission as a function of
wavelength (Ref. 10) and spatial resolution losses from upper
atmospheric turbulence. Figure 51 depicts the atmospheric trans-
mittance as a function of wavelength from an aircraft altitude of
12.5 km looking upward 35° from the zenith. No appreciable losses
occur in the wavelength band from 1.5 to 2.5 micrometers that has
been chosen as optimum for Shuttle radiative energy transfer.

The modulation transfer function of the upper atmosphere is shown
in Figure 52. It has been described by Hufnagel and Stanley (Ref.
9) and by Farhat and Decon (Ref. 11). The atmospheric structure
constant (Ref. 12) has been evaluated numerically between 12.5

and 70 km for one case and -12.5 and 40 km for case two. The asso-
ciated zenith angles for Case 1 corresponds to conditions found
early in the Shuttle reentry profile and Case 2 to the later,
lower altitude conditions. The atmospheric effects have a signi-
ficant effect on the system performance. Increasing the aircraft
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altitude from 12.5 to 14 km raises the MIF about 2%. Fortunately
as the zenith angle increases, the range decreases such that the
overall transfer function improves at lower altitudes.

The aircraft flow field or boundary layer is similar in analyses
to that done for the Shuttle. TFigure 53 again shows little effect.

The telescope on-board the NASA Cl4l is the 91.5-cm aperture
£/13.5 Cassegrain system. The optical parameters for this tele-
scope were obtained from the (141 AIRO Users Handbook and input

to the Polypagos Optical Analysis Program (Ref. 13). The result-
ing MIF is shown in Figure 54. An energy-detected option in the
computer program indicated 77.7% of the energy in the point spread
function would be detected by a 50 x 50 micrometer detector. A
graphical representation of the point spread function of the tele-
scope is shown in Figure 55 and the MFT in Figure 56. The trans-
mission efficiency of the optics at 2 micrometers is approximately
85% with three reflections.

Light falling on the detectors at .the Cassegrain focal plane as a
function of time is subject to the telescope stabilization jitter.
The loss of contrast due to image motion has been discussed by
Rosznau (Ref. 14). Figure 57 shows no effect due to the short ex-
posure time per pixel (40 usec). For the Cl4l the telescope jitter
is a maximum of 2 arcsec at an 8-Hz bandwidth. This corresponds

to an image motion at the focal plane over that period of 6 x 10~/
m.,

The detector MIF, due to its physical size, is given by Seyrafi
(Ref. 15) as a straight line function for square apertures and is
shown in Figure 58.

The required electrical bandwidth for the front-end electronics is
given by:

FREQ (Hz) = (&) (f)

where A is the maximum angular image rate and f is spatial fre-
quency. To minimize the effect of the 3 dB rolloff, the frequency
response was pushed out three time constants to provide 95% accu-
racy. The resulting bandwidth, as a function of spatial frequen-
cy, is shown in Figure 59 with 957 accuracy. The MTF of the elec-
trical bandwidth has a negligible effect.

The calculated background irradiance at the 91.5-cm telescope en-
trance aperfure and the acquisition telescope aperture at an alti-
tude of 12 to 14 km is shown in Figure 60. The irradiance from
the target for the worst-case (600 K) is still several orders of
magnitude above any background source. The acquisition system
does see scattered sunlight as a high signal; however, due to its
uniformity compared to the Shuttle image, the background is
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rejected. AC coupling then eliminates scattered sunlight as a
signal source.

The summation of all effects governing MTF and ultimately spatial
and temperature resolution is shown in Figure 61. Since only the
atmospheric loss changes and the amount is not significant, all
conditions of viewing are similar concerning MTF.

The NEAT for zero spatial frequency has been calculated for all
temperatures and is shown in Figure 62 using 12-bit encoding. 1In
an imaging system, however, modulation loss does occur. The sys-
tem MTF shown previously is used to modify the NEAT as follows to
obtain minimum resolvable temperature as a function of temperature
and spatial frequency:

_NEAT (0 Spatial Freq)
MTF (k)

MRT (k,AT) =

The MRT is shown in Figure 63 for several temperatures.

Spatial Resolution - Given the system MTF and the parameters for
viewing the Shuttle in each case, the spatial resolution can be
obtained. Spatial resolution is simply the reciprocal of spatial
frequency times the range divided by the cosine of the angle be-
tween the line-of-sight and the Shuttle underside normal. (see
Appendix.) This is shown in Figure 64. Also, using data pre-
sented in Figure 63, both the spatial and temperature resolution
can be obtained for any case.

Figure 65 is a composite of the spatial resolution and minimum '
resolvable temperature for maximum range with the system perfor-
mance bounded. The data can be processed to enhance either spa-
tial resolution or minimum resolvable temperature at the expense
of the other within the bounds defined by design goals. As an
example, if the minimum temperature in a frame of data were

1000 K, the AT could be allowed to slide to 2.5% improving spatial
resolution or vice versa. Figure 66 is the same composite for

the minimum range condition. Here much lower temperatures are
resolvable within the system bounds.
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DATA RECONSTRUCTION

After the data have been acquired and recorded, there will be
several levels of processing required to go from the flight

tape to an output tape containing calibrated and corrected data
suitable for further analysis by NASA Ames Research Center. This
processing will consist of five major steps; (1) unscrambling,
(2) intensity correction, (3) reconstruction, (4) geometric cor-
rection, and (5) calibration. Each of these steps is discussed
in detail in the following pages and processing flow diagrams

are included.

Unscrambling - The unscrambling algorithms will depend on the
final detector design and data acquisition logic and may change
significantly if there is a design change. The following algo-
rithms are based on the design as seen at this time. This in-
volves 600 detectors, organized so there is an initial vertical
array of 400 detectors followed by another centered vertical
array of 200 detectors.

I
400 ' l
Array

200
Array

The system is designed to have a high probability for the Shuttle
passage to be in the center 200 detectors in both banks. The
extra 100 detectors on either side of this maximum probability
area increase the chances of getting some useable data.

These data will be recorded so that the detector values are
always in the order of 1 through 200 followed by 1 through 200.
This will yield data groups of 400 values. Each physical tape
record will be composed of an integral number of these data
groups. The flight tape will also contain a number of pre-
flight calibration data groups before the shuttle data-take and
postflight calibration data after the data-take. The calibration
data will be of the same basic format as the Shuttle image data
and must be recognizable as being different. These could be
flagged by a special code word in the data, by a different
record size for the calibration data, or even by a hand written
log of how many pre- and postflight calibration data groups
were taken.

The calibration data must be pulled from the tape and operated
on to yield a unique calibration value for each detector. These
data will be stored on permanent disk file for later use in
correcting the image data.
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At this point the image data can be straightforwardly read from
the data tape and separated into two image arrays, one of size

400xNG, where NG is the number of data groups, and the other of
size 200xNG.

Intensity Correction - Since the correction algorithms are in
some cases dependent on detector calibrations, they should be
applied while each image data value can be related to a unique
detector and before any spatial cropping or recombination is
performed.

Figure 67 shows how the flow diagram separates each identifiable
correction or conversion required. However, several of these
operations can be performed together. For example, the detector
and filter response corrections, as well as the radiant emittance
to temperature conversion can be combined.

Watts/T ﬁ;%E DN/Amp
Into Detector Out of Detector Electronics

The above sequence occurs during the data-take. The inverse op-
eration can be used during the correction procedure.

) W A
DN/T = (ClsE T) (Cst w) (C3SE DN/A)
T = DN/ (ClSE) (CZSE) (C3SE),

where DN is the recorded digital number.

The radiant emittance to temperature conversion is included in
the first correction function ClSE' The radiant emittance,

W = e0T", where o is the Shuttle surface emissivity.

The optical transmittance is a function of wavelength, but will
be fairly constant over the chosen wavelength band.

= * .
TCorrected T COptics

The filter wavelength band was chosen to avoid atmospheric ab-
sorption bands. At a Shuttle altitude of 75 km, an aircraft
altitude of 14 km, and a tropical atmospheric model, the at-
tenuation is approximately constant at 1.5%. This may vary with
different altitudes and ranges, and can be calculated using the
LOWTRAN3 (Ref. 12) atmospheric transmittance computer program.
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= T*
TCorrected T Catmo,

where Ca = f(altitude, range).

tmo

As seen in the flow diagram, a correction for shock layer effect
was identified as required, but investigation has shown this ef-
fect to be negligible.

Reconstruction - The above processing produces two arrays of cor-
rected temperature values. These arrays may be recombined to
produce a single temperature image of improved resolution or

less random noise (see Fig. 68). However, recombination may or
may not be desirable. If the Shuttle passage was within the
high probability central area of both detector banks, the mid-
dle 200 values of the 400 array can be beneficially combined

with the 200 array. This may also be the case if the larger por-
tion of the image falls within the mid-200 area. The remaining
portion of the Shuttle image would then be appended to the single
combined image. This would produce a result in which a small
portion of the image would be of lower resolution or higher noise
content than the rest. This could be acceptable if the delinea-
tion was considered during the analysis phase to prevent false
interpretation. If, however, the Shuttle image is largely out-
side the mid-200 area, recombination is probably not warranted
and only the 400 element array would be processed, proceeding
directly to the edge cropping step.

Some form of display is necessary to enable the above decision.
This can be a low resolution, quick-look method and only the

400 element array must be considered. If the recombination tech-
nique is chosen, only the mid-200 elements of the 400-element
array are used producing two redundant 200xNG image arrays.

a. Determine Optimum Recombination - At this point, the optimum
recombination of the two redundant images must be determined.
Two choices are available: (1) the two images can be registered,
summed and averaged, producing a single image with random noise
removed; and (2) the images would be meshed or interlaced to
produce one image with improved resolution. The optimum of the
two methods is dependent upon the angle at which the Shuttle
passes across the detector array. If the angle-of-passage dif-
fers little from the alignment angle of the redundant sensor
elements, the redundant images will have little offset and the
averaging procedure will be more desirable. Conversely, if the
angle-of-passage is different from the sensor element alignment
angle, the resultant offset will allow the images to be meshed.
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Because the angle-of-Shuttle passage may not be accurately
known at processing time, another way to determine the optimum
method is desirable. This can be done by computing the best
registration position of the two images, i.e., whether it is a
full pixel offset, thus indicating averaging, or a half pixel
offset indicating meshing.

To do this, each image element is replaced by a 2x2 array of
identical values.

“X(21 - 1, 2J-1) = R(1,J)

X(21-1, 2J) = A(I,J)

X(21, 23-1) - A(I,J)

X(21, 2J) = A(1,J,), where I=1, NR (no. of rows)
J=1, NC (no. of columns)

If the above operation is done for both images, then X is the
expanded version of image A and Y is the expanded version of
image B.

By sliding image X over image Y one pixel at a time, the overall
difference for each offset can be calculated. Start with a
negative offset greater than the known possible maximum and do
twice that number of overlays in both the horizontal and verti-
cal directions offsetting one pixel at a time. Finally, the
positioning that yields the lowest total difference is the best
registration. If the final offset between X and Y is an even
number of pixels, the averaging technique is indicated, and if
odd, the mesh technique is better.

b. Mesh Procedure - The mesh procedure may be used on the ex-
panded X and Y images immediately after registration. Using the
expanded versions and summing and averaging them as registered
produces a single image twice the number of rows and columns

as the original image minus twice the offset and yields in-
creased resolution.

P(I,J) = [X(I,J) + Y(I+VO, J+HO)]/2.
where I = 1, (2NR-2V0),
J = 1, (2NC-2HO),

VO is the vertical offset of X from Y
and HO is the horizontal offset of X from Y

The edge overlap of the above image should be removed. This

operation may be best performed at the time of registration be-
fore the summing and averaging.
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e. Average Procedure - The averaging technique is best performed
on the original images A and B, thus reducing the numbur of re-
quired operations. The proper registration of A and B is given
by one-half the final vertical and horizontal offsets determined
for the expanded images X and Y. The overlapping edges of A

and B as determined by the offsets can be removed before the
summing operation. If this is done, then the offsets need not
be used in the indexing of the newly defined A' and B' during

-1 Qrirarn T e
Cii€ SUmMMIng.

A'(1,J) = A(1,J)
B'(I1,J) = B(I + Vo', J+HO'), where I = 1, NR-2VO'
J =1, NC-2HO',
Vo = Vo/2,
and HO = HO/2.

d. Concatenate Remaining Image Portion - If the recombination
procedure was used on the mid-200 element portion of the arrays
and a portion of the Shuttle image fell outside of this area,

it must now be concatenated to the recombined array. If the
averaging technique was used, there will be a one-to-one ele-
ment realignment relationship. However, if the meshing pro-
cedure was used, the outlying partial image array must be ex-
panded with each element replaced by a 2x2 array so that the two
arrays will match. The realignment in the horizontal direction
will be dependent on the horizontal offset determined during
recombination. The vertical alignment may require that the cor-
responding overlapping edge that was eliminated during recombi-
nation be restored to avoid a data discontinuity. A quick-look
display at this point to check the concatenation is desirable.

e. Crop Image Background - The above recombination and realign-
ment if required, will produce a rectangular array of picture
elements containing the Shuttle image and a surrounding back-
ground area. To reduce the number of picture elements, and
therefore, the number of operations needed for further proc-
essing, the background can be cropped leaving only a small
border.

Average the first and last 5 elements in both horizontal and
vertical directions to arrive at an average background level.

BKG = ZALT)
N
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Move across the image array in a horizontal direction looking
for values greater than twice the average background. Note

the positions of these occurences and keep a running minimum and
maximum horizontal location check.

Do for each row of the image.

If (P(I,J) > 2 BKG),

then JMIN = Minimum of JMIN and J,

and JMAX = Maximum of JMAX and J.

Where J = 1, NC and I = 1, NR.Qarying J first.

Repeat this operation in the vertical direction, finding the
vertical minimum and maximum locations.

1f [P(I,J) > 2 BKG],

then IMIN = Minimum of IMIN and I,
and IMAX = Maximum of IMAX and I,
where I = 1, NR and J = 1, NC
varying I first.

The resultant horizontal and vertical max and mins should indicate
the outer most edges of the Shuttle image. These limits can be
expanded to produce a small outer border and the outlying image
elements eliminated.

Image display at this point is desirable because anomalous
values in the background area could produce false limits. If
this occurs the processing can be repeated on the new image and
more accurate results produced.

The result of the above processing is a single array contain-
ing corrected temperature values with extraneous background re-
moved. These data have not been adjusted to reflect the on-
board Shuttle centerline calibration measurements, nor have any
corrections been made to remove geometrical distortions or to
rotate the image to a plan view. A tape containing the tempera-
ture array data at this level of processing can be provided.

Geometric Distortion Correction - The temperature image data will
contain geometric distortions due to view angle, the motion of
the Shuttle across the sensor, and the relative motion between
the aircraft and the Shuttle. The nature of these distortions
cannot be predetermined nor accurately defined in a mathematical
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sense, and therefore, cannot be corrected in a preprogrammed
automatic processing procedure. An interactive procedure is
required to perform these corrections, and an iterative method
used wherein an adjustment is made and the resultant image dis-
played. This necessitates a complex interrelated software and
hardware system. The development of this system would require
hardware and labor beyond the scope of this contract. However,
the existent image processing facility at JPL has the capability
to perform the geometric distortion corrections. Preliminary
discussions with JPL have confirmed the feasibility of this
approach.

The geometric correction requires two separate steps. The first
is to remove the distortions and produce a geometrically accurate
image. The second is to rotate the image to present a plan view
of the Shuttle underside as required for further thermal anal-
ysis by Ames Research Center.

The importance of first removing the distortions increases as
the Shuttle view angles decrease (where 90° is normal to the
underside) resulting in a canted view. To correct the distor-
tions, a three-dimensional line drawing of the Shuttle, as seen
from the corresponding flight view angles, is required. We cur-
rently have the capability to produce this plot as part of the
large Thermal Radiation Analysis System computer code. A more
optimum plot capability is inherent in the Computer Aided De-
sign/Manufacturing System (CAD/CAM) currently being assessed.
This system will be used if available.

The second step of the geometric correction requires the 3-D

line plot to be rotated to a plan view. The above mentioned sys-
tems can also perform this function. Both the canted and plan
view 3-D plots will be provided to JPL along with the partially
corrected temperature image data tape. Using these inputs JPL
can produce a tape containing the geometrically corrected and
rectified image data.

Calibration - The geometrically corrected temperature data tape
can be additionally processed to adjust for the on-board Shuttle
temperature measurements (see Fig. 69). These measurements

~will be provided by Ames after each Shuttle flight, probably on
magnetic tape, and will consist of 10 to 20 centerline measure-
ments along with X and Y addresses corresponding to a predefined
Shuttle coordinate system. These measurements must be registered
and compared with the temperature array data.

If the temperature array datum has been rotated to a plan view,
registration of the Shuttle data is fairly straightforward. The
array elements corresponding to the centerline Shuttle calibra-
tion values can be identified and compared. Some manual inter-
action will be required in this procedure. This may simply mean
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looking at a printout of the Shuttle temperature array and not-
ing the required values to be further processed. However, if
the CAD/CAM system is available, the appropriate points can
interactively be selected from a plan view Shuttle line plot.
The image values at those points can be displayed or compared to
the appropriate on-board measurements.

In fact, if the CAD/CAM system is used, the on-board calibration

T ran h * i+
values can be related to the proper positions on the Shuttle

image before it is rotated to the plan view. This can be done
interactively by selecting the proper points on the canted 3-D
Shuttle line drawing display. However, this operation cannot
accurately compare the calibration values to the image unless all
geometrical distortions have been corrected. Since the distor-
tion correction and the rotation to a plan view are sequential
operations, the plan view will normally be used for this regis-
tration procedure.

After the calibration values are registered with the temperature
array values, a difference array should be calculated. This
difference array will provide important information about the
performance of both the temperature image array and on-board
measurements. If both systems were performing well, the dif-
ference array should contain consistently small values. If
there are anomalously high singular differences, a failure of
the corresponding on-board measuring device may be indicated.

If the differences vary in an increasing or decreasing pattern
with X-Y position, an erroneous trend is indicated. This might
result if the Shuttle was tilted at an angle to the detectors
so that the brightness varied measurably as the distance from
sensor. Intensity variation of this nature would not be cor-
rected in the rotation to a plan view operation, but can be
corrected in the calibration procedure. The best fit straight
line or plane, if these are also off-centerline values, can be
computed and the entire image array normalized accordingly.

If the differences are of a random nature, the temperature ar-
ray might be adjusted by an average difference or might be left
unadjusted for further analysis by Ames.

The final calibrated temperature array data would be output on
magnetic tape and sent .to Ames. This is the final output as re-
quested, and future processing for display purposes will not be
pursued. The display diagrams (Figs. 70, 71 and 72) showing
these potential displays are included here and may be con-
sidered as additional future options. A quick-look display
method will be used at various points in the processing for de-
cision making or to assure accuracy of the procedures.
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COST AND SCHEDULE

The preliminary cost breakdown is shown in Figure 73. Detailed
breakouts by work breakdown structure (WBS) task by month after
go-ahead are shown in Figures 74 through 78. The schedules de-
pict a start date in November 1977. However, if the program
start is delayed several months, the cost per fiscal year can
still be determined from the WBS breakouts. Final delivery of
hardware would slip month for month of start delay thereby pos-
sibly missing the first Shuttle Orbiter flight anticipated in
September 1979.

A WBS is included showing each subtask on which cost control will
be maintained. Each WBS item, having a separate number, will be
issued budget for that task. Reporting of charges against that
WBS number will ensure proper cost control.

The schedule shown has been predicated on the first observed
Shuttle flight occurring in September 1979, (see Figs. 79 to 89).
This may or may not be OFT-1l. Long lead-time procurement dic-
tates a timely start in FY1978 to meet the September 1979 flight.

113



VALITIMOTN NILE TN

S L A€ W€ g 19¢€ 186€¢
00¢¢ 1904dNS WV¥90¥d
0S¥ SISAL FONVIJEIOV SI¥Vd
086 Idoddns 20
0L21 JOHS TAAOW/DIN
(A )4 85€T 1390ddNS SWALSAS VIVA ¥IANAQ
01 €982 190ddNS SWIISAS ONT¥HINIONE |
0081 ONILSHL ONTYHANIONA i
'
6 0SL2 ATERASSY ONTITINIONT
ME‘Q MZ°19¢E 0981 INIWTINO0Yd
AL oSl . NOISAA ONTNIANIONT
YIINAWOD  TIAVEL SI¥Vd QAsvHOdENd S¥NOH

114

¢l 94 NMOOYYId8 1S0D WYH908d AUVNIWIIIAd




INVYS 1LN0a10d

STT
Tl
2 R CE LR 5T
. 6'1 SN ERERERER INZAIINOT 1S3
L 1iefe|z “20dd 154l
6°¢ sl vl INILSIL
5'1 sfs|s- XTIWESSY
vt N ERERER NOILVOTHEVA
Le ele oo {v il NOISAA
VIO [ 6% |87 |17 07 (57 [77 |[$7 |27 |17 |07 [6€ 9% |15 |9¢ [S€ [7€ |C€ [2€ | 1S 0% |62 |82 L2 |92 |SC|vE [€2]2C [12 |02 |61 BT LT 9T ST vieT T |TTi0T] 61 8] Z1 9] <] %] €l 2]t
\N HINOW A4 SHINOW NYR
Wvay Lnoriae’ —_—
||.$ 00058 - BIEIG R Gl -1 A
" 00713 SNOBUBT {995 TR 0007528 - TeTI93eR/ 53184
vE 5
9¢ (%]
8¢ %

$3AVYD YOEVI X9 SHINOW NVH

:TIVNOLLVY 904Vl

006°1$ - "dWOD TVIOL
00L°62¢ - ~00¥d 'TVIOL
X 111 < uoseay
— 11 00%°€$ - TIAVEL TVIOL
IS
1 4SVHd 0] SAeq U sdrag
uoseay
00110 SEM 03 skeq ua sdray
00%2$ 30EJJ03U] 10pudp UOSEdY
938
¢ eieqieqg BIuEg 03 sheq” g Ul z sdiag™
uo1399
s sTsATeuUy OAI3g R [BOTIdQ :UOSEIY 0001¢ 20BJA33UT I0pua) UOSEBIY
X 3da
el a satun RE1 s3tun 0061$ 040 +¥ALNAWOD aseon 3sey O3 SAed | wo [ sdrag 7 iTAVEL
ST¥I dwen
SLAAHS INdNI INILVWILSH WALSAS NOILISINOOV

vl 914




\N Ve 1NOaTOd : HNVY4 LOOTTIOY

911
¢ 5l
L1 Tl fe] el efe’ 0 0
6°1 B EARARA KA INJWIINOT LS4L
£ EREGER "509d 1,541
A3 SRS R AR KAKA A ONLLSHL
t R XTEWESSY
9°'1 LA RA A RS NOILVOT¥aVd
v'e b e U NOIS3a
TVIOL (6% L2 32 15 VA 1572 1472 0672 (57 G 1 1A 1 k5 Vil B 643 6 O A EH A ER E kA B A A A O E A E B A A i R EI PR B R B N
HINOW X4 SHINOW NVK
-\
0s
6%
10 000L°1$ - SNOdUBTI3ISIH 000°€S - jusudinby 383y
- <y 000°9128 - 3IoRIIUODQNG/TEIAIIBR/SIieg
9€ |34
"E535K5 JUE[4 95U 503 03 SIUSUSINSOYd I5TeN pur
8¢ i Juswdinba 31593 oI3109ds JUIpN|oUl BUI3Sa3 pUE A[quUosse 'UOIIEOIIqe] 'uU31sa(Q

$3QAVEO ¥0dV1 A9 SHINOW NVH :HTYNOILVY 904Vl

6 - °dWoD IViOL

X 11l 00£°812% - DO¥E TVIOL uoseay
3 000°%$ - TIAVEL TVIOL
I dSVHd 03 skeq uay sdrag
uoseay
oozto SiM 03 skeq ua sdyag
uoseay
23%
3T 03 sAeq uay sdrag
uo 1399
013928 tuoseay 000 73 FoE13000qNg  uoseay
X da,
7 3cea satun WAl sirun 043 $¥ILNdHOD Eieqaeyg ejueg 03 SAeQ 7 W ¢ sdrag 9 T TIAVEL
STYI 2WeN
SIFIHS INdNI ONILVWILSA WALSAS 3ANVId FOVHI

¢ "9l




L \N @WVas 1N0AT04 TAVYEL LOOTII
7786
1 zpejenjec ||y les ‘o'd
5t A kMR AA KA INSRAIMDE ISIL
8’ AR *50¥d 15AL
L S Tz |||t SNILSAL
ol zlele |z |z ¢ XTARASSY
t Tt} NOILVOI¥EavVd
st sls s |s|s|s|s N9IS3a
VIO Wq‘.nm N«Td ST [E7 SV [TV ]0% Jet [SE[ZE |9 [st fve J€€ [2E [TE[0E {62 (82 [Lc ]9z |sefve|ecice [TCjOC 6T [T LT 9T[ST T eTIRTIITI0T{ 6 8] £ 9] S| v €| 2] 1
HINOW A8 SHINOW NVH
(9 - r
009°T$ - SNOSUBI[IISTH 000°%$ - juswdinby 359]
57 0007488 - sTeTid3en/s33ed
Ly
ve %4
9¢ £y "W3ISAS BIBd ST 107 SIUSTIINSOIN XOT U puT
8t 1 JUOMUTNIDT J597 [B1I9Us SUTPHNTIUT SUTISIT PUE A[QUWOSSE  UUTJEoIIYeI ubTISaAT
PAAVYO JOHVI A9 SHINOW NV *TTVNOLLVY B0avI
0 -~ °dWOD TVIOL
X Il 009°68$ - °D0¥d TVIOL uoseay
11 00T°‘%$ - THAVAL TVIOL £
1 dSVHd 03 sdeq uay sdyay
—-Om@@%
00¢10  SEM 031 sAeq U sdyay
00528 SOFJISJU] I0pUsdp  uoseady
3% 3860) 3808 03 sdeq Z U9l 7 sdiag (7
uot3dag :uoseay 00S°13 ~9oBjio3U] ACpPUI)  uoseay
X d; —
¥a 1dea s3Tug Wgr  satug 5aD  $¥ALAAHOD TSEOTITET 03 skeq” ¢ weW ¢ sdralT T :TAAVML
SI¥I  PuWEN

9. 914

SLIIHS LNANI ONILVHILSH

SWALSXS VIVQ




4 .
PR w3 N ANVYS L \
, nogiod o VAL Lnoarog 81T
ot
€ STe* T 1¥0dd0S LHOITd
3 € LHOTTd VD
: Y €l ¢ [L NONOTHD/TIVISNI
| 9791 G AR R KA A KA TAVALA0S
| 1 15 L 5 L L O L B GO L0 10 L FOVAYALNI VSVN
1 SN AQOLS TYIIEHL
TVLOL mlﬂ« T Iy o (B (25 |17 (07 16¢ 18 |2 [9¢ [SC [9€ [CE | <€ [1E |0% (62 (8¢ L2 |9C|Sc|ve|e2]ec [Tc[oZ]6T|BT LT T STIvTjet et IT 0T 6] 87 L) 9| S| v €| ¢}
a4
. HINOW X9 SHINOW NYW
o8 00C IS - TITQEMTSUOY
6% TO0 UC3 — J9EXTU0SqNS UoTISNpSY €3eq
LYy
ve Sy :
YT VIYN 0T WoITAT JO SUrddrqs pue Suryoed Sopn[out os(y JUSI(JF
9¢ €Y T r
8¢ %7 JXTMIJOT J593 puUe SUO[IRIP <W<Z. UITR SoPJYSJUl SPIACId “APNIT [eulody JoNpus)
13AVYD YOEV1 A€ SHINOW NYR _:FJVNOIL.VE 904Vl
000°2$ uoT3INpay BlEeQ uoseay
0096 - *dWOD TVIOL 1sv0D 1sam  ©3 sAed ¢ uweW g sdmtn¢
— 002128 - °00¥d TVIOL 0007 2% 310ddng JUSTI A uoseay
-_ . _ -
_— HW 2SVHd 000781 - LAVEL VIO 000°2% DUV VSVN ©03 sAeqC ¢ uweW ¢ sdrag T
: 000°9% Y3174 UOIIRIGITED uoseay
00%10 san . D9V VoVN ©3 skeq” ¢ uweW ¢ sdraiyT %
000°2% UOTIET1BISUL uoseay
33§
¢ DUV VSVN ©3 sAeq. o1 weW ¢ sdup g
uo13252g ———GSTI>NP5Y TICA PUT 'ASQ SYERIIOT :uoseay 000°9% MotAoy udtsaq uoseay
3Xg 1daq . P d .
sItupn Wl satun” gg9cgs 04D  FWALNAWOD D8V VSYN ©03 s&eq Z ueW % sdrag S TIAVML
ST¥I ouey
SIFFHS INdNI ONLLVWILSE 1¥0ddNS RALSAS
L "9




st1 C Wvag 1nodiar WOV L0008

€6°92 . M
£ v 3 3 < ] = ¥ IRV cr i
ri . S AR A FAR AN TA i ‘A TA| ‘A1 (A INIHIEn009d |
£9 £0°E0°[€0 €0 €0 [€0 €0 €0 €0 [E0 €0 "JE0 1E0 °|EO JEO O °|L0 JE0 "IE0 €0 |ED ] SLOVILNOD
(AL ] 117 14 11
Tlr vy rfr]upr] u] 1] 13¥0ddNS WVIO0Ed
I EI (S (R [ [P [ (R Bl <y I B B B B B (N B < [l Bl (R By B dns HO4L
TVIAL ey [87 [I7 T T ST TR [O7 [et [BE{ZE |9 [SC Ve [EE€[ZE TE [OE {6Z [8T [L2 (9T [ST[we €z e |Tejoc[6T 8T LT ot ST 7Tt eI TIT[0T] 6] 8| 2|91 <) vl €l z| 1T
HINOW X9 SHINOW NVH
0¢s .
000°2$ - sa1yddng uor3dnpoiaday pue 313BIQ
6%
Ly
we 5%

—_— 3ysel 3ioddng wealoig “‘jroddns
ot L 12Ae13 pue ‘uojjonpoadaa ‘sjrodsx ‘juswaindold jaoddns r3xoddns JSBIJUOD
8¢

t apFA0Id "10a3BUOd 380D puk BJujuue]d wiojyiad ‘uorsyaladns [eoTUYDd] IPTACIL
$3AVYO 409V A9 SHINOW NVH < FIVNOILVY 904Vl
0 - °dWOD TVLOL
X 111 000°Z$ - °D0¥d TVIOL uoseay
11 . ¢ -
! asvia 008°%$ - TIAVIL TVIOL 03 skeq ual sdyay
uoseay
00510 SeM 03 sdeq PEIA sdray
008 13 J10ddNg WEA801g J0pUIA uoseay
?a3eQq
3I880) 1689 03 SAeQ Z uew ¢ sdrag €
uo1309g :uoseay 0003 3310ddng Weis0odg A0pUIp uose9y
pE| deq ~
sayun WaI s3Tun 240 $¥ALNAROD ISB0) 3SoM 03 SAeq 7 Udl Z  sdiay [ STIAVEL
STdI swen
SLITHS INdANI ONLIIVHILSH IJ0dd NS WVIO0dd

8. "9l4




VALITIHUWN NILXM WA

dIHS Ol XUvVad

XTaRASSY
INTNTIND0YUd
NOISHEA
d1ndd ISIL

ONILSHL
ATAWISSV
NOILVOI¥aVd

R LINTNDIND0Ad
e ] . NOISHd

WALSAS NOILISINOIW

v

KW 4 £ d K SINOLSITIN

6L61

6L 914

120

W3LSAS NOILISINDJV - I# X089 XIV19
J1LLNHS 40 AYIOVWI AI¥VEANI *TTINAIHIS




VAILIINVW NILY W

dIHS Ol Aavad

XTANESSY

INTHTINO0Yd
NOISAA:
d1ndT ISIL

ONILSIL
ATINASSY
NOTIVOIHEVA

INTIWIN00Yd
NOISIa

WALSAS ANVId HOVWI

Ve e 4., £4 T+ N O

[

r

W V R d r _m N SUNOLSA'TIN

6L61

8L61

d Li61

08 "9l

WILSAS INVId JOYWI - ¢# X084 MIV4g
FJILINHS 40 AYIOVWI AI4VHANT 3INA3IHIS

121




VALTIHIAN NILXIY W

JIHS Ol AQVY

ATIWISSV

INTHTIND0Ad
N9ISAd-
dIndd ISAL

INILSIL
ATONASSYV

NOILVOI¥dvd

INIWTINO0¥d

NOISEA
WALSAS VIVA

W 4 f |d N SINOLSHETINW

WILSAS V1vd - ¢#
JILLNHS 40 AYIOVYWI AFUVEANT “F1NAIHIS

122




VALITIHTN NIL2OUW

SI¥0d™d SALVIS °
NOILONATY VIvVAa'
IHOITd TILLNHS IS¥YI1d
IHOTTd NOILVIGITIVO:
IAOMDEHO/NOLLVTIVLISNI'
WILSAS ¥4I JIHS

\ 4 AVIHY-09 IOVYINOD

ﬁT

vV R 4 F] T N SIANOLSHTIN

LL61

AN E

140ddNS WILSAS
FJ1LINHS 40 AYFOVWI GIUVHANT FINAIHDC

123




VALIIVVIWN NILH YW

NOILVEddO
~ INTNJOTHALA
HIVMILAOS
L 'y "W ¥V N a4 S r r N V H X r a N SANOLSHTIK
6L61 861 LL61
) JAVMLIOS
¢8 ‘914 S

FJILLNHS 40 AYIOVYWI QIdVHANT *3INAIHIS

124




W3LSAS ONIOVWI QI¥VYHANI FJTLINHS ¥04 JANLINYLS NMOANVIY4

INTHAINOA
ISHL

09¢10 S€M

ONILSIL

0SET0 S4M

ATENISSY

0%€T10 SEM

NOILVOIYEVA

0€€T0 SIM

LNINTIND0dd

0ZET0 SHM

NOISsua
ONTYIINTONI

0T£TO SEM

WALSXS
Yivd

00€T0 SIM

INTWRIINDI

LSHL ug
09210 SdIM

ONILSdL

06210 SEM

XTINASSV

0%210 SEM

NOILVOI¥gVd

0€CTO0 SEM

LNIWIIND0dd

02210 SHM

NDISEa

ONTYTANIONT

01210 S€M

125

AYOM

INTWAINDT
LsaL

09110 SHM

ONIISHL

0STT0 SEM

ATINASSY

O%110 S9M

NOILVOI¥gVvd

0€TTO0 SEM

INTRTIND0dd

0Z110 SIM

NOISdda
ONTYIANTIONT

OTTTIO0 SEM

WALSAS
aNVId FOVWI

00210 SEM

WALSXS
NOILISINOIV

I

00TT0 SHM

TIAVEL ONIJJdIHS
.4 ? ONINOVA ]
I 09S10 SAM 09%10 SdM
Oddzy 1¥0ddns
- IHOI1d ]
0SST10 SdM 0S%10 SaM
I LNLin00dd NOIIV¥EdO
m — TIVMLIOS —
. 0YSTO SEM 0%%10 SdM
SIOVIINOD ISAL ® TAAIQ
TIVMLIOS [
0€S10 SdM 0EY10 SIM
NOIIVILSININAV SHOVIYAINI
¥IWOISND [
02510 sam 0Z%10 SIM
NOISIANA4ANS SAIANLS
TYOINHDAL TYWIFTHL —
0IG10 S9M 01710 SAM
13904dns 190ddns
WY9904d WALSXS
00S10 SdM 00410 SIM
| I
8. "9l4

_

WALSAS ONIDVHI
AIIVYINT J'ILLOHS

00010 SdM




WORK BREAKDOWN STRUCTURE DICTIONARY
FIG. &

MARTIN MARIETTA

2.0 01100
WBS LEVEL WBS NUMBER

Acquisition System

WBS TITLE

DEFINITION

This effort shall design, procure parts/materials, fabricate, assemble,
and test the acquisition system for infrared imaging measurements of the

shuttle.
WORK CONTENT , SOW NO.*
01110 - Design Acquisition System
01120 - Procure parts/materials for acquisition system
01130 - Fabricate piece parts for acquisition system
01140 - Assemble acquisition system
01150 - Test acquisition system
01160 - Provide test equipment for acquisition system

*01 = ENGINEERING; 02 = TOOLING; 03 = MANUFACTURING; 05 = QUALITY
06 = MFG TEST; 09 = OTHER TECHNICAL SERVICES,
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WORK BREAKDOWN STRUCTURE DICTIONARY

FIG. 86

2.0

01200

WBS LEVEL

WBS NUMBER

WBS TITLE

This effort shall design, procure parts/materials, fabricate, assemble,
and test the Image Plane System for infrared imaging measurements of
the shuttle.

WORK CONTENT

SOW NO.*

01210
01220
01230
01240
01250

01260

Design Image Plane System

Procure parts/materials for Image Plane System
Fabricate piece parts for Image Plane System
Assemble Image Plan System

Test Image Plane System

Provide test equipment for Image Plane System

*01 = ENGINEERING; 02 = TOOLING; 03 = MANUFACTURING; 05 = QUALITY
06=NMFG TEST; 09 = OTHER TECHNICAL SERVICES,
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WORK BREAKDOWN STRUCTURE DICTIONARY
FIG, 87

2.0 01300
WBS LEVEL wBS NUMBER

Data System

WBS TITLE

DEFINITION

This effort shall .. : ‘en, procure parts/materials, fabricate; assemble, and
test the Data System for infrared imaging measurements of the shuttle,

WORK CONTENT SOW NO.*
01310 - Design Data System
01320 ~ Procure parts/materials for Data System
01330 - Fabricate ‘piece parts for the Data System
01340 - Assemble Data System
01350 - Test Data System
01360 - Provide test equipment for Data System

*01 = ENGINEERING:; 02 = TOOLING; 03 = MANUFACTURING; 05 = QUALITY
06 = MFG TEST; 09 = OTHER TECHNICAL SERVICES,
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WORK BREAKDOWN STRUCTURE DICTIONARY

AR Oc»'x
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FIG. 88

2.0 | 01400

WBS LEVEL ‘ WBS NUMBER
System Support
WBS TITLE
DEFINITION
This effort shall consist of those functions that are applicable, the
complete Shuttle Infrared Imaging System.
WORK CONTENT ‘ SOW NO.*

01410 - Conduct Thermal Study

01420 - Provide interface with NASA, Ames Research Center,
Moffett Field, CA 94035

01430 - Develop & Test Software

01440

Operate Software and Reduce Data

01450 - Provide flight support consisting of 1nstallat10n_,ca11bra-
tlon,and checkout of system in Cl4l aircraft.

01460 - Pack and Ship System

*01 = ENGINEERING; 02 = TOOLING; 03 = MANUFACTURING; 05 = QUALITY
06 = MFG TEST; 09 = OTHER TECHNICAL SERVICES,
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MARTIN'MARIETTA WORK BREAKDOWN STRUCTURE DICTIONARY
FIG. 89
2.0 01500
WBS LEVEL WBS NUMBER
Program Support
WBS TITLE
DEFINITION
This effort shall consist of those functions thac are necessary to
support the contract.
WORK CONTENT SOW NO.*
01510 - Provide Technical Supervision and Direction
01520 - Perform Planning/Cost Control Support
01530 - Provide Contract Support
01540 - Procure supplies/materials that are not unique to system
hardware.
01550 - Provide reproduction, printing and presentations support
01560 - Provide Travel Support

*01 = ENGINEERING; 02 = TOOLING; 03 = MANUFACTURING; 05 = QUALITY
06 = MFG TEST; 09 = OTHER TECHNICAL SERVICES,
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RECOMMENDATIONS FOR FUTURE WORK

Two items have been identified in the feasibility study for pos-
sible investigation to establish operating tolerances. The first
is the accuracy obtainable by the Reticle/Demodulation System

as part of the Acquisition System. Error sources for tracking
have been identified but some assumpiions as to Shuttie image
size error and demodulation errors have been made. A breadboard
of the subsystem would prove valuable in ascertaining tracking
errors.

The second item is in the Data Handling System. The concept of
tying three detectors to a common amplifier and then multiplexing
10 amplifiers to the sample and hold/A to D is sound but needs to
be breadboarded to establish realizable data rates and amplifier
noise. In addition, the dynamic range can be checked for avail-
able detector/amplifiers and an estimate made of minimum AT.
These two tasks are recommended for follow-on work to the feasi-
bility study.

Figure 90 is an estimate of Engineering hours and purchased parts
to complete these tasks and Figure 91 is a preliminary schedule
for completion of the work.
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CONCLUSIONS

The feasibility of remote, high-resolution infrared imagery of
the Shuttle Orbiter lower surface during entry to obtain accurate
measurements of aerodynamic heat transfer has been demonstrated.
In summary, the experiment is both feasible, within the current

u:k.uuu.uus_y level, and requires minimum u.vu*ficatlcn to the exist-

ing NASA Cl141 Airborne Infrared Observatory. The most important
technical conclusions are as follows:

1) The four conditions of interest during the entry trajectory
can be accommodated by an aircraft flying parallel to the
Shuttle reentry ground track.

2) The temperature range that can be measured at an accuracy of
2.5% is from 700 to 1900 K depending on range. Temperatures
below 700 K can be measured by relaxing the accuracy or re-
scaling the Data System to limit the upper temperature to
less than 1700 K.

3) The spatial resolution obtainable for the worst-case encounter
with the Shuttle Orbiter (i.e., greatest range and maximum
angle between LOS and Shuttle lower surface normal) is 1 meter
at temperatures above 800 K. At higher temperatures and/or
shorter ranges, this value can be as small as 0.4 meters.

4) An Acquisition System using a 6.25-cm aperture telescope and a
single indium antimonide detector has been designed (pre-
liminary) that will meet the acquisition requirements and
will interface with the 91.5-cm telescope with minimum modi-
fication.

5) An Image Plane System using 600 indium antimonide detectors
in two arrays has been designed (preliminary) that requires
no modification to the existing telescope.

6) A Data Handling System built of components available currently
has been designed (preliminary) that interfaces with the ex-
perimentors station and HP2100 computer (ADAMS) similar to
any infrared experiment data system.

7) Thermal information from the sides of the Shuttle Orbiter can
be obtained with degraded performance (i.e., temperatures
below 800 K) by flying the Cl41 on the opposite side of the
Shuttle ground track and in the direction opposite that which
is optimun for lower surface viewing.
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APPENDIX

The following set of tables (Figures 92 through 95) contain all

of the geometric data pertaining to the four specified aerothermo-
dynamic conditions for OFT-1. The 282-sec case represents peak
heating near the nose of the vehicle; the 544-sec case represents
peak heating further aft, the beginning of transition of boundary
layer from laminar to turbulent and body flap heating; the 791-sec
case represents the end of transition of the boundary layer and
fully developed turbulent flow; and the 922-sec case represents
lower surface turbulent boundary layer flow. The Shuttle alti-
tude, velocity, roll and pitch are given along with the aircraft
altitude for each case. The symbol definitions are as follows:

8 Telescope elevation
R Data range in kilometers ~ Distance from air-
P craft-to-Shuttle at the time prime data is
taken. ST
AQ Acquisition angle in degrees - Azimuth angle

ahead of or behind athwartships position when
acquisition can first occur.

RA Acquisition range in kilometers - Distance from
aircraft to Shuttle at first point of acquisi-
tion

o Angle in degrees between 91.5-cm telescope line-

of-sight and Shuttle underside normal when prime
data are taken.

o Angle-in-degrees between acquisition telescope
line-of-sight and Shuttle underside normal
when acquisition first occurs.

Pix Projected size of one pixel 50 x 50 micrometers
on Shuttle surface given in meters.

MIF RES Resolution based on MIF at a given modulation
(%) in meters on the Shuttle surface.

ImageD Shuttle image size wing tip to wing tip at
prime data point given in minutes of arc.

ImageA Shuttle image size nose to tail at first acquisi-
tion given in minutes of arc.

Time to Cross Time in milliseconds Shuttle image takes to
cross one detector array.

139




Across Track Number of detectors that the Shuttle image
Data Array will intercept at prime data point.

Along Track Sample Sampling rate of each detector to match along
Rate track resolution with cross track resolution.

Cl4l to Shuttle The distance the Cl4l must fly displaced from
Ground Track the Shuttle ground track for best observation.
Difference

Figure 96 depicts the streak camera configuration that has been
discussed in this report (see also Ref. 1).
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